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Tool List:

Allen Wrench
(Supplied with your Roll-A-Ramp)

1/2" Wrench
(Supplied with your Roll-A-Ramp)

Assembly:

Your Roll-A-Ramp has been
shipped assembled to your specifi-
cations.

General Information

Roll-A-Ramp is lightweight,
durable, and versatile. Fabricated
of strong anodized aerospace
aluminum, your Roll-A-Ramp will
provide years of carefree
convenience and accessibility
when used properly and for its
intended purpose.

Using Your Roll-A-Ramp

To use your Roll-A-Ramp, lay the
rolled-up ramp on its side, remove
the strap, and then unroll the
ramp to its full length before

putting it in place. To roll up your
ramp, reverse the process, snap on
the strap, and go. It's that simple!

You will notice that yellow pinch-
point covers are secured on the
head of each bolt. These covers are
designed to keep your fingers out
of the “pinch zone” and must be
on at all times. Do NOT use your
ramp{s) without ALL Pinch Point
Covers in place. Never tamper
with or remove these covers for
S0y [€as0n as jury may OCcur.
Notice, too, that one end of each
ramp is marked “Upper End.”
This end MUST ALWAYS be the
elevated end of the ramp.

The links on the upper half of
your Roll-A-Ramp have a 1°
camber and the links on the lower
half have a 0°camber. This 0" loft
at the lower end of the ramp
allows the wheelchair user to get
on the ramp on a non-arched
plane. As shown below, as the
wheelchair goes up the Roll-A-
Ramp, the arching links allow the
user to more easily enter a van,
porch, or doorway because of the
more favorable approach angle.
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User Registration Card

Thank you for purchasing Roll-A-Ramp. We
know that it will give you years of flexible, easier
access to vehicles, homes, and other buildings.
Please fill out and return this card so we may
keep you informed about new Roll-A-Ramp
products, accessories, and company news. We
will NOT share your information with any third
parties.

Name:

City:

State or Province:

ZIP or Mail Code:

E-mail:

Phone:

Date of Purchase:

Model Length
0 12" Pair ft.
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Permanent Installation: Semipermanent Installation:

For a van with a door well that is The semipermanent mount is the 5 =

using the 12" model or the 30" easiest system to use of the many
model, 1/2" inch bolts can be used  options you have with Roll-A-
to mount the end plate Ramp.,
permanently to the door well.
i Spacers
@@‘ Spacers (for 12" models): Spacers
- hold the ramps parallel to each
e B o] other to assure that your 12" Roll-
A-Ramps stay at the correct width,
MOTE: Mount Approach We can provide you with spacers
r:;:ﬁ: of various sizes to accommodate
velicle foor o be level any axle width.

The 12" width requires two 1/2°
bolts per each ramp.

The 30" width requires four 1/2"

Positive lock pins can be
purchased so you can quickly
detach all but the entrance

ramp link, which will be

bolted to the door well.

An extra end plate can

also be purchased with

the positive lock pins

to connect the end

plate to the ramp. M e TG

The hardware illustrated above can
be installed into the door well of
your van and will accommodate
the 12" or the 30" ramp.
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 MOUNT FOR 12 RAMPS

e (wa)

The mount hardware consists of
three pieces per ramp.

The large washers go on the inside
wall of the door well of your van.
This combination of hardware has
been designed for maximum
strength in supporting your Roll-
A-Ramp. See your dealer for more
options.







